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RBECKER

Betriebsanleitung

Operating Instructions
Instructions de service
Istruzioni d’uso

Handleiding

Instrucciones para el manejo
Manual de instrugoes
Naudojimosi instrukcija

Driftsinstruks
Driftsinstruktioner
Kayttoohje
Driftsvejledning
Instrukcja obstugi
Kezelési utmutaté
Navod k obsluze
Navodilo za uporabo

KDT 3.140

Kasutusjuhend Navod na obsluhu 2006/42/EG
LietoSanas instrukcija El Kitabi
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No. 2

5 mm

)

OPTIONAL

PTC Bi-metal Softstart

7 mm
10 mm
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F1=F2 * (polyester) | F3
(standard) |KDT 3.140/6 | (standard)

No.: 909507 | No.: 909587 | No.: 909514

s D2 | Satz/Kit
3 } Pos.: 17, 20, 24, 62, 75, 76, 85,
% I 86, 104, 122, 125, 126, 146
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A 1 MAX.

MIN.

KDT 3.140 (standard) — No. 90133400004 (SET)
KDT 3.140/0-52 — No. 90138100004 (SET)
KDT 3.140/6 — " "
KDT 3.140/6-29 — No. 90138100007 (SET)
KDT 3.140/6-71 — " "
KDT 3.140/6-71 HD  — No. 90138500007 (SET)
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RBECKER

Gebr. Becker GmbH

Holker Feld 29-31

D-42279 Wuppertal
info@becker-international.com

SERVICE

www.becker-international.com

Sales and service network
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